VIETNAM CAD/ICAM TECHNOLOGY CO.,LTD

Linear Guideway Series

JHV-710

X axis 710 mm /Y axis 460 mm / Z axis 580 mm

JHV-800

X axis 800 mm Y axis 500 mm /' Z axis 580 mm
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VIETNAM CAD/CAM TECHNOLOGY CO.,LTD

Specifications

oDEL JHV-800

3- Axes travel Linear Guideway Series Linear Guideway Series
X axis travel mm 710 800

Y axis travel mm 460 500

Z axis travel mm 580 580

Siance ronizgindleinose mm 120-700 120-700

Table area mm 760 x 420 900 x 500
Max. load table kgs 450 500
T-slot mm 3x14x126 5x18x100

SPINDLE

Spindle taper type BT-40 BT-40
Belt type rpm 10000 10000
Direct drive - opt. rpm 10000/ 12000/ 15000 10000 /12000 / 15000
Spindle motor kw 55/7.5 5515
Spindle cooling type oil cooler oil cooler
Rapid traverse (X, Y, Z) m/min 30/30/24 30/30/24
Cutting feed rate mm/min 1-15000 1-15000

X, Y, Z axis servo motor (FANUC) kw 1.2/1.8/3.0 1.2/1.8/3.0
XY, Z axis servo motor (MITSUBISHI) kw 1.5/15/2 15/15]2
ATC

Magazine type type Arm Arm
Tool magazine capacity pcs 24 24

Max. tool diameter mm 75/150 75/150
Max. tool length mm 250 250
Max. tool weight kgs 7 7

Tool selection type Random Random

OTHER

Power consumption KVA 20 20
Floor space (L x W x H) mm 2400 x 2600 x 2800 2400 x 2600 x 2800
Machine weight kgs 4300 4500

Design and specifications are subject to change without prior notice.
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